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Specifications
SKU CABPRO2PU
Channel 2 Channels

Channel Size Channel Width:  32mm       
Channel Height: 32mm

Colour Lid:       Yellow           Base: Black 
Material Polyurethane

Overall Size Height:  55mm      
Width:   255mm  Length: 935mm

Item Weight 28.5kg
Load Capacity 12 Tonne at 30km or less

Cable Protector 
2 Channel - 12 Tonne

Installation:
1. Measure the area you need to install Cable Protectors 
    first, work out how many modules you need 
 
2. Clip modules together to form required length

3. Open top lids to run cabling through, make sure cabling 		
    are within sizes this product can accommodate.

4. Check all cabling are laid out flat before closing top lid. 

5. Check to see if all lids are fully closed before allowing 		
    traffic to pass.

Suitable Applications:
Events, constructions site, offices, conference, festivals 
and more! 

Features:
•	 2 Cable Channels
•	 12 Tonne Load Capacity at 30km per hour
•	 Non-Slip Design
•	 Suitable for Indoor and Outdoor use
•	 Interlock Modular Design - Simply clip together, build 	
	 to required length!

Easily clip together

Non-Slip Surface

Modular, each piece measure 935mm long

Rubber Pin Hinge 
(non-conductive)

Run your cables first, 
before closing lid

Build to Required Length!
Modular -
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